
Datasheet

DIGITUS DIGITUS CAT 6, Class E модуль Keystone,
неэкранированный

DN-93601
EAN 4016032245100

CAT 6 Keystone Jack, unshielded RJ45 to LSA, color black

The "DN-93601" from DIGITUS® is an unshielded CAT 6 Keystone
Module which provides best performance and link quality for your
network. It is tested with Link Performance Class E, for up to 250 Mhz,
3P Channel Link and Permanent Link, EN 50173 and ISO/IEC 11801.
The cable installation takes place via LSA, color coded acc. EIA/TIA 568
A&B.

Отличная производительность и качество связи для Вашей
сети.

• Общие свойства:
• Подключение кабеля посредством зажимов LSA, цветовая

кодировка в соответствии с  EIA/TIA 568 A & B
• Физическое описание
• Category: CAT 6

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 250 3.61 48.00 39.50 25.00 47,400.00

Packaging Unit Inside 25 0.36 23.50 23.50 7.50 4,141.88

Packaging Unit Single 1 0.01 2.00 7.50 11.00 165.00

Net single without Packaging 1 0.01 3.20 1.80 2.20 115.00
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https://de.assmann.shop/ean.php?ean=4016032245100&lang=ru
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Safety notes

• Protect product from moisture
• Avoid antistatic charging when installing the product
• Observe the specifications of the raw cable manufacturer during installation

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schüffel 3
Lüdenscheid, Germany
https://www.assmann.com
info@assmann.com
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