
Datasheet

DIGITUS Inlet for Outdoor Surface Mount Box for
Keystone Modules, IP44 surface mount with hinged lid

DN-93844-OD-1
EAN 4016032370864

DN-93844-OD-1 prihvat za 2X Keyston modul for 2x RJ45 Keystone
Modules

This Mounting Inlet is for  the Wall Outlet DN-93844-OD. If you install
the Keystone Module into the wall outlet it will become IP44

IP44 wall outlet for Keystone Modules

• Layout keystone entry: 90° outlet
• Area of application: Outdoor section, industrial sector
• Norms: ISO/IEC 11801 3rd Ed., EN 50173-1, EIA/TIA 568-C
• General properties:
• Suitable for outdoor section and industrial sector usage, IP44

• Design compatible to current switch ranges of switch
manufacturers

• Technical properties:
• Inlet material: Thermoplast, ABS UL 94V-0
• Physical properties:
• Operation temperature: -20° C to +70 °C (ISO/IEC 11801, EN

50173-1, ANSI/TIA/EIA 568 C)
• Top cover material: Thermoplast, ABS UL 94V-0
• Inlet material: Thermoplast, ABS UL 94V-0
• Physical properties:
• Operation temperature: -20° C to +70 °C (ISO/IEC 11801, EN

50173-1, ANSI/TIA/EIA 568 C)

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 10 0.04 2.00 11.00 19.00 418.00

Packaging Unit Inside 1 0.00 0.60 4.00 5.50 13.20

Packaging Unit Single 1 0.00 0.60 4.00 5.50 13.20

Net single without Packaging 0 0.04 0.60 4.00 5.50 13.20
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